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BSi Steel (Pty) Ltd was founded in 1985, for more than 3 decades we have forged a 
peerless reputation across Southern Africa as a trusted, reliable supplier. We now 
command a significant market share in steel distribution throughout Southern Africa 
and continue to grow our business on solid foundations.

We are committed to transformation and are proud of our BBBEE status in South Africa.

Our distribution platform has been structured to achieve optimum efficiency and 
excellent service to our wide spread clients;

KLIPRIVIER is our central distribution & processing warehouse that services both 
South Africa and our export markets. Kliprivier comprises a 23 hectare site with over 
30,000sqm under roof. 

BSi STEEL EXPORTS (Pty) Ltd is situated at Kliprivier, Gauteng South Africa. This 
specialized operation provides a broad range of steel products to our operations in 
Africa, as well as directly to our African clients seeking direct delivery. Exports key 
markets are Zambia, Zimbabwe, DRC, Malawi, Botswana & Namibia, with ad hoc 
deliveries to east and west coast countries.

AFRICAN BRANCHES are situated in Lusaka and Kitwe. 

AFRICAN Franchises are in Harare and Bulawayo situated Zimbabwe, and Lubumbashi 
and Kolwezi situated in the DRC.

Shearcut is the processing division of BSi, geared to handling steel processing for BSi 
and a number of other clients. 

All of our operations are committed to providing our clients with a hassle free, no 
nonsense package, we are proud of our hard-earned reputation for service excellence.

NOTE:
All stock lengths shown are to be used as an indication only.

They are neither comprehensive, nor guaranteed.

These sections are available on request.

Non-standard products shown are available on enquiry and are subject to minimum 
order quantities

Whilst every effort has been made to ensure that the information given in this product 
guide is accurate. BSi Steel does not accept responsibility for any misinterpretation or 
inaccuracies of the data content.

ABOUT BSi STEEL
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ADDITIONAL PRODUCTS FOR EXPORTS

•	 Aluminium: All Sections and Grades.
•	 Bronze and Brass.
•	 Conveyance Pipes and Fittings: Galvanised, Schedule Pipe, SABS 62, SABS 719.
•	 Fencing Material: Full Range including Posts, Gates, Diamond Mesh and Game Fence.
•	 Full Range of Fixings: Nuts; Bolts; Rivets. Roof Screws etc.
•	 Galvanised and Colour Coated Roofing Coil.
•	 Grinding media: cutting discs, grinding discs, etc.
•	 Hard wearing plate: Bennox, VRN, BSi 250, 400, 500, 700 - Hardox 400, 500, 600 and Weldox 700
•	 Insulation: We supply a wide range of industrial isolation, board, bubble foil etc.
•	 Lipped Channel: Available in black or Galvanised, rolled to length and punched to workshop drawings.
•	 Profile plate: Plate cut to profile or shape to workshop drawings.
•	 Roof supporting systems including roofing bolts and fixings for underground mining.
•	 Roofsheets - Galvanised IBR & Corrugated
•	 Roofsheets - Translucent IBR & Corrugated available in Clear, Bronze and Opal.
•	 Special steels and Shafting: EN8, EN9, EN19, etc.
•	 Stainless Steel: Sheet, Plate, Angle, Round, Flat and Tube in all grades.
•	 Walkway Grating and Hand Rail Fittings.
•	 Water storage tanks, pvc
•	 Welding rods, welding wire in all grades
•	 Window Section.
•	 Wire products: Hard Drawn Steel wire, barbed wire, plain wire and high tensile wire (available in black, galvanised, 

stainless & PVC coating) as well as razor wire, flat wrap and concertina 2
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HOT-ROLLED STEEL SECTIONS
	 EQUAL ANGLES
	 UNEQUAL ANGLES
	 CHANNEL IRON
	 FLAT BAR
	 IPE SECTION
	 SQUARE BAR
	 ROUND BAR
	 REINFORCING BAR
	 UNIVERSAL BEAMS
	 UNIVERSAL COLUMNS

PLATE & SHEET
	 PLATE AS-ROLLED
	 PLATE EX-COIL
	 PLATE HARD-WEARING
	 SHEETS - COLD ROLLED
	 SHEETS - GALVANISED
	 SHEETS - HOT-ROLLED
	 VASTRAP/CHEQUER PLATE
	
TUBE & PIPE
	 SQUARE TUBING
	 RECTANGULAR TUBING
	 ROUND TUBING
	 SEAMLESS PIPE
	 CONVEYANCE PIPE ERW 
	 LARGE BORE CONVEYANCE PIPE TO SABS 719

OTHER PRODUCTS
EXPANDED METAL
Reinforcing Mesh
STANDARDS & DROPPERS
GENERAL WIRE PRODUCTS
Floor Grating
LIPPED CHANNEL & ANGLE
ROOFING

SERVICES
SHEARCUT COIL PROCESSING, 
SHEARCUT, 
PLATE PROCESSING, 
TECHNICAL SUPPORT

TECHNICAL DATA
ABBREVIATIONS, 
GAUGE TABLE, 
SPECIFICATIONS FOR PLATE, 
WEAR RESISTANT & HIGH STRENGTH, 
COMPARISON CHART, 
CONTACT DETAILS

INDEX
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EQUAL ANGLES

HOT ROLLED STEEL SECTIONS
EQUAL ANGLES, UNEQUAL ANGLES, 

CHANNEL IRON, FLAT BAR, IPE SECTION,
ROUND BAR, REINFORCING BAR, SQUARE BAR,

UNIVERSAL BEAMS, UNIVERSAL COLUMNS

EQUAL ANGLES
Size

(mm)
Stock  

Grades
Stock 

Lengths
KG’S / Metre

2 2.5 3 4 5 6 8 10 12 15 16 18 20
25x25 CQ 6m 0.77 0.95 1.11 1.77
30x30 CQ 6m 0.95 1.36 2.18
40x40 CQ 6m 1.29 1.58 1.87 2.42 2.97 3.52
45x45 CQ 6m 2.13 3.38
50x50 CQ 6.13m 2.37 3.06 3.77 4.47 5.82
60x60 CQ + S355 JR 6.13m 3.70 4.57 5.42 7.09 8.69
70x70 CQ + S355 JR 6.13m 6.38 8.36 10.27
80x80 CQ + S355 JR 13m 7.34 9.63 11.86 14.03
90x90 S355 JR 13m 8.30 10.90 13.45 15.93

100x100 CQ + S355 JR 13m 12.18 15.04 17.83
120x120 S355 JR 13m 22.95 18.20 21.62 26.64
150x150 S355 JR 22.98 27.35 33.77 40.06
200x200 S355 JR 48.50 54.20 59.90

NOTES: 
•  Highlighted items are non-standard
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UNEQUAL ANGLES

UNEQUAL ANGLES

Size
(mm) Stock Grades Stock Lengths

KG’S / Metre

6 8 10 12 15

65x50 S355 JR 6,13m 5.16 6.75
75x50 S355 JR 13m 5.65 7.39
80x60 S355 JR 6.37 8.34
90x65 S355 JR 13m 7.07 9.29 11.40

100x65 S355 JR 9.94 12.30
100x75 S355 JR 13m 8.04 10.57 13.04
125x75 S355 JR 12.16 15.02 17.81
150x75 S355 JR 16.98 20.17
150x90 S355 JR 18.18 21.60 26.615

NOTES: 
•  Highlighted items are non-standard
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CHANNEL TAPER FLANGE

Size
(mm) Stock Grades Stock 

Lengths
KG’S / 
Metre

76x38 S355 JR 13m 6.70
100x50 S355 JR 6.13m 10.73
120x55 S355 JR 6.13m 13.55
127x64 S355 JR 6.13m 14.93
140x60 S355 JR 6.13m 16.22
152x76 S355 JR 6.13m 17.91
160x65 S355 JR 13m 19.12
178x54 S355 JR 13m 14.55
180x70 S355 JR 13m 22.27
200x75 S355 JR 6m 25.30

CHANNEL PARALLEL FLANGE

Size
(mm) Stock Grades Stock 

Lengths
KG’S / 
Metre

100x50 S355 JR 6,13m 10.10
180x70 S355 JR 13m 21.07
200x75 S355 JR 6,13m 24.29
230x75 25.70
230x90 S355 JR 13m 32.20
260x75 27.60
260x90 S355 JR 13m 34.80
300x90 41.40

300x100 S355 JR 13m 45.40

Channels Taper Light

Size
(mm) Stock Grades Stock 

Lengths
KG’S / 
Metre

100x50 CQ 6+13m 8.88
76x38 CQ 6+13m 5.70

CHANNEL IRON
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FLAT BAR

GRADE 55C FLAT BAR
Size 

(mm)
Stock 

Lengths

100x12 9.42
100x16 13m 12.56
100x20 15.70
130x12 12.25
130x16 16.33
130x20 20.14

FLAT BAR
Size

(mm)
Stock 

Grades
Stock 

Lengths
KG’S / Metre

3 4.5 5 6 8 10 12 16 20 25 30 40
20 CQ 6m 0.48 0.71 0.79 0.94 1.23 1.57
25 CQ 6m 0.60 0.883 0.98 1.18 1.57 1.96 2.36
30 CQ 6m 0.72 1.060 1.18 1.41 1.88 2.36 2.83
40 CQ 6m 1.42 1.57 1.88 2.51 3.14 3.77 5.02 6.28 7.85
50 CQ 6m 1.96 2.36 3.14 3.93 4.71 6.28 7.85 9.81
60 CQ 6m 2.83 3.77 4.71 5.65 7.54 9.42
65 CQ 6m 3.06 4.08 5.10 6.12
70 CQ 6m 3.30 4.40 5.50 6.59 8.79
80 CQ 6m 3.77 5.02 6.28 7.54 10.05 12.56 15.70 25.12
90 CQ 6m 4.24 5.65 7.07 8.48 17.70

100 S355 JR 6m 4.71 6.28 7.85 9.42 12.56 15.17 19.63 31.40
110 S355 JR 6m 5.18 8.64
130 S355 JR 6m 8.16 10.21 12.25 16.33 20.41 25.51
150 S355 JR 6m 9.42 11.78 14.13 18.84 23.55 29.44
180 S355 JR 6m 14.13 16.19 22.61 28.26 35.32
200 S355 JR 6m 15.70 18.84 25.12 31.4 39.25 62.8
250 S355 JR 6m 31.40 39.25 49.06 58.88
300 S355 JR 6m

NOTES: 
•  Highlighted items are non-standard
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IPE SECTION

IPE - STANDARD
Nominal 

Size (mm)
KG’S/ 
Metre

Stock 
Grade

Stock 
Lengths

Actual Dimensions (mm)
Height Width Flange Web

100x55 8.10 S355 JR 13m 100 55 4.1 5.7
120x64 10.37 S355 JR 13m 120 64 4.4 6.3
140x73 12.89 S355 JR 13m 140 73 4.7 6.9
160x82 15.77 S355 JR 13m 160 82 5 7.4
180x91 18.80 S355 JR 13m 180 91 5.3 8

200x100 22.36 S355 JR 13m 200 100 5.6 8.5

IPE - AA
Nominal 

Size (mm)
KG’S/ 
Metre

Stock 
Grade

Stock 
Lengths

Actual Dimensions (mm)
Height Width Flange Web

100x55 6.72 S355 JR 13m 97.6 55 3.6 4.5
120x64 8.36 S355 JR 13m 117 64 3.8 4.8
140x73 10.05 S355 JR 13m 136.6 73 3.8 5.2
160x82 12.32 S355 JR 13m 156.4 82 4 5.6
180x91 14.94 S355 JR 13m 176.4 91 4.3 6.2

200x100 17.95 S355 JR 13m 196.4 100 4.5 6.7
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ROUND BAR, REINFORCING BAR, SQUARE BAR

ROUND BAR
Size 

(mm)
Stock 

Grades
Stock 

Lengths
KG’S/
Metre

6 CQ 6m 0.22
8 CQ 6m 0.40

10 CQ 6m 0.62
12 CQ 6m 0.89
16 CQ 6m 1.58
20 CQ 6m 2.47
22 CQ 6m 2.98
24 CQ 6m 3.55
25 CQ 6m 3.85
30 CQ 6m 5.55
32 CQ 6m 6.31
35 CQ 6m 7.55
36 CQ 6m 7.99
38 CQ 6m 8.90
40 CQ 6m 9.87
45 CQ 6m 12.49
50 CQ 6m 15.41

REINFORCING BAR
Size 

(mm)
Stock 

Grades
Stock 

Lengths
KG’S/
Metre

6 BS4449/05 GR500B 12m 0.22
8 BS4449/05 GR500B 12m 0.44

10 BS4449/05 GR500B 12m 0.62
12 BS4449/05 GR500B 12m 0.89
16 BS4449/05 GR500B 12m 1.58
20 BS4449/05 GR500B 12m 2.47
25 BS4449/05 GR500B 12m 3.85
32 BS4449/05 GR500B 12m 6.31
40 BS4449/05 GR500B 12m 9.87

SQUARE BAR
Size 

(mm)
Stock 

Grades
Stock 

Lengths
KG’S/
Metre

10x10 CQ 6m 0.79
12x12 CQ 6m 1.13
16x16 CQ 6m 2.01
20x20 CQ 6m 3.14
40x40 CQ 6m 12.60
50x50 CQ 6m 19.54
60x60 S355 JR 6m 28.38
70x70 S355 JR 6m 38.50
75x75 S355 JR 6m 44.20
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UNIVERSAL BEAMS
Nominal 

Size (mm)
KG’S/
Metre

Stock 
Grades

Stock 
Lengths

Actual Dimensions
Height Width Flange Web

203x133 25.1 S355 JR 9,11,13m 203.2 133.2 7.8 5.7
203x133 30.0 S355 JR 13m 206.8 133.9 9.6 6.4
254x146 31.1 S355 JR 9,11,13m 251.4 146.1 8.6 6.0
254x146 37.0 S355 JR 13m 256.0 146.4 10.9 6.3
254x146 43.0 S355 JR 13m 259.6 147.3 12.7 7.2
305x102 24.8 S355 JR 11,13m 305.1 101.6 7.0 5.8
305x102 28.2 S355 JR 13m 308.7 101.8 8.8 6.0
305x102 32.8 S355 JR 13m 312.7 102.0 10.8 6.6
305x165 40.3 S355 JR 9,11,13m 303.4 165.0 10.2 6.0
305x165 46.1 S355 JR 13m 306.6 165.7 11.8 6.7
305x165 54.0 S355 JR 13m 310.4 166.9 13.7 7.9
356x171 45.0 S355 JR 13m 351.4 171.1 9.7 7.0
356x171 51.0 S355 JR 13m 355.0 171.5 11.5 7.4
356x171 57.0 S355 JR 13m 358.0 172.2 13.0 8.1
356x171 67.1 S355 JR 363.4 173.2 15.7 9.1
406x140 39.0 S355 JR 13m 398.0 141.8 8.6 6.4
406x140 46.0 S355 JR 13m 403.2 142.2 11.2 6.8

UNIVERSAL BEAMS
Nominal 

Size (mm)
KG’S/
Metre

Stock 
Grades

Stock 
Lengths

Actual Dimensions
Height Width Flange Web

406x178 54.1 S355 JR 9,11,13m 402.6 177.7 10.9 7.7
406x178 60.1 S355 JR 406.4 177.9 12.8 7.9
406x178 67.1 S355 JR 13m 409.4 178.8 14.3 8.8
406x178 74.2 S355 JR 412.8 179.5 16.0 9.5
457x191 67.1 S355 JR 11,13m 453.4 189.9 12.7 8.5
457x191 74.3 S355 JR 13m 457.0 190.4 14.5 9.0
457x191 82.0 S355 JR 13m 460.0 191.3 16.0 9.9
457x191 89.3 S355 JR 463.4 191.9 17.7 10.5
457x191 98.3 S355 JR 467.2 192.8 19.6 11.4
533x210 82.2 S355 JR 13m 528.3 208.8 13.2 9.6
533x210 92.1 S355 JR 13m 533.1 209.3 15.6 10.1
533x210 101.0 S355 JR 536.7 210.0 17.4 10.8
533x210 109.0 S355 JR 539.5 210.8 18.8 11.6
533x210 122.0 S355 JR 544.5 211.9 21.3 12.7

UNIVERSAL BEAMS

NOTES: 
•  Highlighted items are non-standard
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UNIVERSAL COLUMNS

UNIVERSAL COLUMNS
Nominal 

Size (mm)
KG’S/
Metre

Stock 
Grades

Stock 
Lengths

Actual Dimensions
Height Width Flange Web

152x152 23.00 S355 JR 9,13m 152.4 152.2 6.8 5.8
152x152 30.00 S355 JR 9,13m 157.6 152.9 9.4 6.5
152x152 37.00 S355 JR 13m 161.8 154.4 11.5 8.0
203x203 46.10 S355 JR 9,13m 203.2 203.6 11.0 7.2
203x203 52.00 S355 JR 13m 206.2 204.3 12.5 7.9
203x203 60.00 S355 JR 13m 209.6 205.8 14.2 9.4
203x203 71.00 S355 JR 215.8 206.4 17.3 10.0
203x203 86.10 S355 JR 222.2 209.1 20.5 12.7
254x254 73.10 S355 JR 9m/13m 254.1 254.6 14.2 8.6
254x254 88.90 S355 JR 13m 260.3 256.3 117.3 10.3
254x254 107.10 S355 JR 266.7 258.8 20.5 12.8
254x254 132.00 S355 JR 276.3 261.3 25.3 15.3
254x254 167.10 S355 JR 289.1 265.2 31.7 19.2
305x305 96.90 S355 JR 11m/13m 307.9 305.3 15.4 9.9
305x305 117.90 S355 JR 314.5 307.4 18.7 12.0
305x305 136.90 S355 JR 320.5 309.2 21.7 13.8

UNIVERSAL COLUMNS
Nominal 

Size (mm)
KG’S/
Metre

Stock 
Grades

Stock 
Lengths

Actual Dimensions
Height Width Flange Web

305x305 158.10 S355 JR 327.1 311.2 25.0 15.8
305x305 198.10 S355 JR 339.9 314.5 31.4 19.1
305x305 240.00 S355 JR 352.5 318.4 37.7 23.0

NOTES: 
•  Highlighted items are non-standard
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PLATES CUT FROM COIL
Length Width Stock Grade 4.5 5 6 8 10 12

2500 1200 CQ 105.98 117.75 141.30 188.40 235.50 282.60
2500 1200 S355JR 105.98 117.75 141.30 188.40 235.50 282.60
3000 1500 CQ 158.96 176.63 211.95 282.60 353.25 423.90
3000 1500 S355JR 158.96 176.63 211.95 282.60 353.25 423.90

588.80 706.50 942.00 1177.50
1570.00 1884.00 2512.00 3140.00
4710.00 5652.00 7536.00 9420.00

PLATE AS-ROLLED, PLATE EX-COIL

PLATE & SHEET
PLATE AS-ROLLED, PLATE EX-COIL,

PLATE HARD-WEARING, SHEETS - COLD ROLLED
SHEETS - GALVANISED, SHEETS - HOT-ROLLED, 

VASTRAP/CHEQUER PLATE

942.00

117.75105.98

PLATE GRADE S355 JR AS-ROLLED

Length Width
KG’S / @

4.5 5 6 8 10 12 16 20 25 30 40 50

2500 1200 105.98 117.75 376.80 471.00 588.80 706.50 942.00 1177.50
4000 2000 1004.80 1256.00 1570.00 1884.00 2512.00 3140.00

10000 2400 942.00 1130.20 1507.20 1884.00 2260.80 3014.40 3768.00 4710.00 5652.00 7536.00 9420.00
12000 3000 1695.60 2260.80 2826.00 3391.20 4521.60 5652.00

NOTES: 
•	 OTHER GRADES AVAILABLE INCLUDE: Boiler Plates, Lloyds Grade A Ship Plates, Weather resistant 

plates

NB: ANY LENGTH UP TO 13 METRES CAN BE CUT OR ROLLED TO LENGTH FROM THE ABOVE WIDTHS TO 
SUIT YOUR NEEDS. PLEASE ASK OUR SALES REPRESENTATIVE FOR INFORMATION
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QUENCHED & TEMPERED, HARD-WEARING PLATE

Length Width
KG’S / @

4.5 5 6 8 10 12 16 20 25 30 40 50

2500 1200 106.00 117.80 141.30 188.40 235.50 282.60 376.80 471.00 588.80 706.50 942.00 1177.50
10000 2400 847.80 942.00 1130.40 1507.20 1884.00 2260.80 3014.40 3768.00 4710.00 5652.00 7536.00 9420.00

QUENCHED & TEMPERED, HARD-WEARING PLATE

NOTES: 
•  For more technical information refer to page 47
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SHEETS COLD ROLLED, SHEETS GALAVANISED

GALVANISED Z275 CQ SHEETS

Length Width
KG’S @

0.5 0.58 0.80 1.0 1.2 1.6 2.0 3.0
1850 1225 9.11 10.57 14.57 18.22 21.86 29.15 36.44 54.66
2450 1225 12.06 13.99 19.30 24.13 28.95 38.60 48.25 72.38
3050 1225 15.02 17.42 24.03 30.04 36.04 48.06 60.07 90.11

COLD ROLLED DRY SHEETS

Length Width
KG’S @

0.5 0.6 0.7 0.8 0.9 1.0 1.2 1.6 2.0
1850 1225 9.11 10.93 12.75 14.57 16.40 18.22 21.86 29.15 36.44
2450 1225 12.06 14.48 16.89 19.30 21.71 24.13 28.95 38.60 48.25
3050 1225 15.02 18.02 21.02 24.03 27.03 30.04 36.04 48.06 60.07

GALVANISED Z275 LOCK-FORMING SHEETS

Length Width
KG’S @

0.5 0.58 0.80 1.0 1.2 1.6 2.0
2450 1225 12.06 13.99 19.30 24.13 28.95 38.60 48.25
3050 1225 15.02 17.42 24.03 30.04 36.04 48.06 60.07

NOTES: 
•	 ANY LENGTH UP TO 6 METRES CAN BE CUT FROM THESE COIL WIDTHS TO SUIT. WE OFFER BLANKS & SLIT STRIP IN THIS PRODUCT RANGE.
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HOT ROLLED DRY SHEETS
Length Width 1.60 2.00 2.50 3.00 4.00

2450 1225 38.60 48.25 60.32 72.38 96.51
3000 1500 57.88 72.35 90.44 108.53 144.70

HOT ROLLED PICKLED & OILED SHEETS

Length Width
KG’S / @

1.60 2.00 2.50 3.00 3.50 4.00

2450 1225 38.60 48.25 60.32 72.38 84.44 96.51

SHEETS - HOT ROLLED

NOTES: 
•	 ANY LENGTH UP TO 6 METRES CAN BE CUT FROM THESE COIL WIDTHS TO SUIT. WE OFFER 

BLANKS & SLIT STRIP IN THIS PRODUCT RANGE.
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VASTRAP/ CHEQUER PLATE

VASTRAP/ CHEQUER PLATE

Length Width Stock Grade Thick Tear Height KG @

2500 1200 CQ 3.0 4.6 77.994
2500 1200 CQ 4.5 6.1 113.34
2500 1200 CQ 6.0 7.6 148.65
2500 1200 CQ 8.0 9.6 196.20

NB: ANY LENGTH UP TO 12 METRES CAN BE CUT FROM THESE COIL WIDTHS TO SUIT 
YOUR NEEDS. PLEASE ASK OUR SALES REPRESENTATIVE FOR INFORMATION
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SQUARE TUBING

TUBE & PIPE
SQUARE TUBING, RECTANGULAR TUBING,
ROLLED ROUND TUBING, SEAMLESS PIPE,

CONVEYANCE PIPE ERW, 
LARGE BORE CONVEYANCE PIPE TO SABS 719

HOT ROLLED SQUARE TUBING

Dimensions Stock 
Grades

Stock 
Lengths

Wall Thickness mm & KG’s per metre

1.6 2.0 2.5 3.0 3.5 4.0 4.5 5.0 6.0

D1 D2
19 19 CQ 6m 0.90 1.10
25 25 CQ 6m 1.21 1.50 1.80 2.13
32 32 CQ 6m 1.53 1.90 2.31 2.74
38 38 CQ 6m 1.85 2.29 2.83 3.36 3.86 4.37
50 50 CQ 6m 2.49 3.09 3.76 4.56 5.18 5.87 6.55
60 60 CQ 6m 2.94 3.66 4.55 5.42 6.28 7.12 7.96
63 63 CQ 6m 3.09 3.85 4.78 5.70 6.60 7.50 8.38
76 76 CQ 6m 3.69 4.69 5.70 6.96 7.90 8.98 10.04 11.10
80 80 CQ 6m 3.95 4.91 6.11 7.30 8.47 9.63 10.78 11.91
90 90 CQ 6m 4.45 5.54 6.89 8.24 9.57 10.88 12.19 13.48 16.03

100 100 CQ 6m 6.17 7.68 9.20 10.66 12.14 13.60 15.05 17.91
120 120 CQ 6m 11.06 12.85 14.64 16.41 18.18 21.67
152 152 CQ 6m 16.42 21.00 27.78
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RECTANGULAR TUBING

HOT ROLLED RECTANGULAR TUBING

Dimensions Stock 
Grades

Stock 
Lengths

Wall Thickness mm & KG’s per metre
1.6 2.0 2.5 3.0 3.5 4.0 4.5 5.0 6.0

D1 D2
32 19 CQ 6m 1.182 1.47
38 19 CQ 6m 1.44 1.78 1.84 2.47 2.83 3.19
38 25 CQ 6m 1.52 1.88 2.09 2.76
50 25 CQ 6m 1.85 2.24 2.33 3.36 3.88 4.38
50 38 CQ 6m 2.19 2.72 2.83 4.01 4.57 5.17
63 25 CQ 6m 2.19 2.72 3.37 4.01 4.57 5.17
76 25 CQ 6m 2.19 3.03 3.37 4.48 5.18 5.87
60 40 CQ 6m 2.44 3.03 3.76 4.48 5.18 5.87 6.55
76 38 CQ 6m 2.82 3.50 3.76 5.18 6.00 6.81 7.60
76 50 CQ 6m 3.12 3.66 4.35 5.70 6.60 7.50 8.38
80 40 CQ 6m 3.09 3.66 4.78 5.42 6.28 7.12 7.96

100 50 CQ 6m 3.70 4.61 4.55 6.81 7.90 8.98 10.04 11.10 16.03
120 60 CQ 6m 3.69 5.54 5.70 8.24 9.57 10.88 12.19 13.48 17.91
120 80 CQ 6m 6.17 6.89 9.18 10.66 12.14 13.60 15.05 21.67
160 80 CQ 6m 7.68 11.06 12.85 14.64 16.41 18.18
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ROUND TUBING

HOT ROLLED ROUND STRUCTURAL TUBING

OD mm Stock 
Grades

Stock 
Lengths

Wall Thickness mm & KG’s per metre
1.6 2.0 2.5 3.0 3.5 4.0 4.5 5.0 6.0

15.8 CQ 6m 0.56
19.1 CQ 6m 0.69 0.84
21.4 CQ 6m 0.78 0.96 1.17
25.4 CQ 6m 0.94 1.15 1.41
26.9 CQ 6m 1.00 1.23 1.50 1.77
32 CQ 6m 1.20 1.48 1.82 2.15

34.1 CQ 6m 1.28 1.58 1.95 2.30 2.64 2.97
38.1 CQ 6m 1.44 1.78 2.19 2.60 2.99 3.36
42.8 CQ 6m 1.63 2.01 2.48 2.94 3.39 3.83
48.5 CQ 6m 1.85 2.29 2.84 3.37 3.88 4.39 4.88
50.8 CQ 6m 1.94 2.41 2.98 3.54 4.08 4.62 5.14
57.1 CQ 6m 2.19 2.72 3.37 4.00 4.63 5.24 5.84
60.3 CQ 6m 2.32 2.88 3.56 4.24 4.90 5.55 6.19
63.5 CQ 6m 2.44 3.03 3.76 4.48 5.18 5.87 6.55
76.2 CQ 6m 2.94 3.66 4.54 5.42 6.27 7.12 7.96 8.78 21.67
88.9 CQ 6m 3.44 4.29 5.33 6.35 7.37 8.373 9.37 10.34 12.27
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4.91 7.29

ROUND TUBING CONTINUED

HOT ROLLED ROUND structural TUBING

OD mm Stock 
Grades

Stock 
Lengths

Wall Thickness mm & KG’s per metre
1.6 2.0 2.5 3.0 3.5 4.0 4.5 5.0 6.0

101.6 CQ 6m 3.95 4.91 6.11 7.29 8.47 9.63 10.78 11.91 14.14
114.3 CQ 6m 5.54 6.89 8.23 9.56 10.88 12.18 13.48 16.02
127 CQ 6m 6.17 7.68 9.17 10.66 12.13 13.59 15.04 17.90

139.7 CQ 6m 10.11 11.76 13.39 15.00 16.61 19.78
152.4 CQ 6m 11.05 12.85 14.64 16.41 18.17 21.66
165.1 CQ 6m 11.99 13.95 15.89 17.85 19.74 23.54
177.8 CQ 6m 12.93 15.04 17.14 19.23 21.31 25.42

193.70 CQ 6m 16.42 21.00 27.77
219.1 CQ 6m 18.61 23.81 31.53

borehole casing

OD mm Stock 
Grades

Stock 
Lengths

Wall Thickness mm & KG’s per metre
3.0 3.5 4.0 4.5

152.4 CQ 6m 11.05
165.1 CQ 6m 11.99 15.89
177.8 CQ 6m 32.93 17.14
193.7 CQ 6m 16.42 21.00
219.1 CQ 6m 18.61 23.81
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SEAMLESS PIPE

SEAMLESS PIPE - ASTM A106

Nominal 
Bore (mm) OD (mm)

Wall 
thickness 

mm
ID (mm) MASS KG/M Schedule 

number
Nominal 

Bore (mm) OD (mm)
Wall 

thickness 
mm

ID (mm) MASS KG/M Schedule 
number

6 10,3 1,73 6,84 0,36 (STD) 40 65 73 5,16 62,68 8,62 (STD) 40
2,41 5,48 0,46 (XS) 80 7,01 58,98 11,40 (XS) 80

8 13,7 2,24 9,22 0,63 (STD) 40 9,52 53,96 14,90 160
3,02 7,66 0,80 (XS) 80 14,02 44,96 20,38 (XXS) -

10 17,1 2,31 12,48 0,85 (STD) 40 80 88,9 5,49 77,92 11,29 (STD) 40
3,2 10,70 1,10 (XS) 80 7,62 73,66 15,25 (XS) 80

15 21,3 2,77 15,76 1,27 (STD) 40 11,13 66,64 21,33 160
3,73 13,84 1,62 (XS) 80 15,24 58,42 27,66 (XXS) -
4,78 11,74 1,94 160 90 101,6 5,74 90,12 13,57 (STD) 40
7,47 6,36 2,56 (XXS) - 8,08 85,44 18,62 (XS) 80

20 26,7 2,87 20,96 1,68 (STD) 40 100 114,3 6,02 102,26 16,07 (STD) 40
3,91 18,88 2,19 (XS) 80 8,56 97,18 22,31 (XS) 80
5,56 15,58 2,89 160 11,13 92,04 28,25 120
7,82 11,06 3,64 (XXS) - 13,49 87,32 33,49 160

17,12 80,06 40,98 (XXS) -
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SEAMLESS PIPE CONTINUED

SEAMLESS PIPE - ASTM A106

Nominal 
Bore (mm) OD (mm)

Wall 
thickness 

mm
ID (mm) MASS KG/M Schedule 

number
Nominal 

Bore (mm) OD (mm)
Wall 

thickness 
mm

ID (mm) MASS KG/M Schedule 
number

25 33,4 3,38 26,64 2,50 (STD) 40 125 141,3 6,55 128,20 21,78 (STD) 40
4,55 24,30 3,23 (XS) 80 9,52 122,26 30,92 (XS) 80
6,35 20,70 4,23 160 12,70 115,09 40,24 120
9,09 15,22 5,45 (XXS) - 15,88 109,54 49,05 160

32 42,2 3,56 35,08 3,38 (STD) 40 19,05 103,20 57,38 (XXS) -
4,85 32,50 4,46 (XS) 80 150 168,3 7,11 154,08 28,26 (STD) 40
6,35 29,50 5,61 160 10,97 146,36 42,56 (XS) 80
9,70 22,80 7,74 (XXS) - 14,27 139,76 54,17 120

40 48,3 3,68 40,94 4,05 (STD) 40 18,24 131,82 67,49 160
5,08 38,14 5,40 (XS) 80 21,95 124,40 79,10 (XXS) -
7,14 34,02 7,22 160

10,16 27,98 9,55 (XXS) -
50 60,3 3,91 52,48 5,43 (STD) 40

5,54 49,22 7,49 (XS) 80
8,74 42,82 11,09 160
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SEAMLESS PIPE CONTINUED

SEAMLESS PIPE - ASTM A106

Nominal 
Bore (mm) OD (mm)

Wall 
thickness 

mm
ID (mm) MASS KG/M Schedule 

number
Nominal 

Bore (mm) OD (mm)
Wall 

thickness 
mm

ID (mm) MASS KG/M Schedule 
number

11,07 38,16 13,45 (XXS) -
200 219,1 6,35 206,40 33,31 20 350 355,6 6,35 342,90 54,68 10

7,04 205,02 36,79 30 7,92 339,76 67,94 20
8,18 202,74 42,53 (STD) 40 9,52 336,56 81,28 STD 30

10,31 198,48 53,10 60 11,13 333,34 94,40 40
12,70 193,70 64,63 (XS) 80 12,70 330,20 107,38 XS -
15,06 188,98 75,82 100 15,06 325,48 126,58 60
18,24 182,62 90,36 120 19,05 317,50 157,95 80
20,62 177,86 100,86 140 350 355,6 23,80 308,00 194,82 100
22,22 174,66 107,80 (XXS) - 27,76 300,08 224,42 120
23,01 173,08 111,16 160 31,75 292,10 253,14 140

250 273 6,35 260,30 41,77 20 35,71 284,18 281,38 160
7,80 257,40 51,00 30 400 406,4 6,35 392,70 62,63 10
9,27 254,46 60,29 (STD) 40 7,92 390,56 77,86 20

12,70 247,60 81,54 XS 60 9,52 387,36 93,21 STD 30
15,06 242,88 95,90 80 12,70 381,00 123,29 XS 40
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SEAMLESS PIPE CONTINUED

SEAMLESS PIPE - ASTM A106

Nominal 
Bore (mm) OD (mm)

Wall 
thickness 

mm
ID (mm) MASS KG/M Schedule 

number
Nominal 

Bore (mm) OD (mm)
Wall 

thickness 
mm

ID (mm) MASS KG/M Schedule 
number

18,24 236,52 114,64 100 16,66 373,08 160,05 60
21,41 230,18 132,88 120 21,41 363,58 203,32 80
25,40 222,20 154,96 (XXS) 140 26,19 354,02 245,32 100
28,58 215,84 172,09 160 30,94 344,52 286,44 120

300 323,8 6,35 311,10 49,72 20 36,53 333,34 332,62 140
8,38 307,04 65,20 30 40,46 325,48 364,85 160
9,52 304,76 73,82 STD 450 457,2 6,35 444,50 70,59 10

10,31 303,18 79,72 40 7,92 441,36 87,79 20
12,70 298,40 97,44 XS - 9,52 438,16 105,14 STD -
14,27 295,26 108,86 60 11,13 434,94 122,36 30

300 323,8 17,35 289,10 131,89 80 12,70 431,80 139,19 XS -
21,41 280,98 159,72 100 14,27 428,66 155,91 40
25,40 273,00 186,75 XXS 120 19,05 419,10 205,62 60
25,58 266,64 207,85 140 23,80 409,60 254,38 80
33,32 257,16 238,52 160 29,36 398,48 309,44 100

34,92 387,36 363,19 120
39,67 377,86 408,01 140
45,24 366,72 459,18 160
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CONVEYANCE PIPE ERW
AVAILABLE SCREWED & SOCKETED OR PLAIN-ENDED, BOTH GALVANISED OR UNCOATED

CONVEYANCE PIPE ERW

Nominal 
Bore (mm)

Approx Outside 
Diameter (mm)

Minimal Wall Thickness  KG’S/ Metre

Light (mm) Medium (mm) Heavy (mm) Light (mm) Medium (mm) Heavy (mm)

6 10.2 1.65 1.75 2.32 0.36 0.40 0.50

8 13.5 1.65 2.05 2.54 0.52 0.60 0.77

10 17.2 1.65 2.05 2.54 0.68 0.89 1.06

15 21.3 1.84 2.32 2.84 1.00 1.21 1.42

20 26.9 2.16 2.32 2.84 1.46 1.57 1.85

25 33.7 2.44 2.84 3.54 2.26 2.40 2.96

32 42.4 2.44 2.84 3.54 2.89 3.08 3.81

40 48.3 2.67 2.84 3.54 3.29 3.51 4.36

50 60.3 2.67 3.19 3.94 4.45 5.13 6.07

65 76.1 3 3.19 3.94 6.05 6.57 7.80

80 88.9 3 3.54 4.24 7.15 8.39 9.84

100 114.3 3.36 3.94 4.73 10.13 12.01 14.17

125 139.7 4.24 4.73 15.87 17.56

150 165.1 4.24 4.73 18.93 20.96
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LARGE-BORE CONVEYANCE PIPE TO SABS 719

LARGE-BORE CONVEYANCE PIPE TO SABS 719
Nominal 

Bore (mm)
Outside 

Diameter (mm)
Wall 

Thickness (mm)
Internal 

Diameter (mm) KG/m

200 219.1 4.5 210.1 23.81
250 273 4.5 264 29.8
300 323.8 4.5 314.8 35.43
350 355.6 4.5 346.8 38.96
400 406.4 4.5 397.4 44.6

200 219.1 6 207.1 31.53
250 273 6 261 39.51
300 323.8 6 311.8 47.02
350 355.6 6 343.6 51.73
400 406.4 6 394.4 59.24
450 457.2 6 445.2 66.76
500 508 6 496 74.28
600 609.6 6 597.6 89.31
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OTHER PRODUCTS
EXPANDED METAL, Reinforcing Mesh,

STANDARDS & DROPPERS,
GENERAL WIRE PRODUCTS, Floor Grating,

LIPPED CHANNEL & ANGLE, ROOFING

EXPANDED METAL

EXPANDED METAL (RAISED)

Reference Size of
 Diamond

Width of 
Strand

Material 
Thickness KG/Each

EXP250D 10 5 1.0 1.0 8.22
EXP305B 115 40 6.0 4.5 25.43
EXP311E 80 45 3.0 3.0 9.04
EXP315F 30 10 2.5 1.6 11.30
EXP318F 40 15 2.5 1.6 10.05
EXP318H 40 15 3.0 2.5 18.84
EXP320C 60 28 3.0 1.6 7.75
EXP320G 50 25 3.0 3.0 14.53
EXP320J 50 25 6.0 4.5 43.61
EXP325A 60 25 6.0 4.5 43.61

EXPANDED METAL (FLAT)

Reference Size of
 Diamond

Width of 
Strand

Material 
Thickness KG/Each

EXP6250D 10 5 1.2 1.0 8.22
EXP6311F 80 50 4.5 2.5 9.42
EXP6315F 30 10 3.0 1.6 12.66
EXP6317F 35 12 2.5 1.6 13.91
EXP6320C 50 25 3.0 1.6 7.75
EXP6320D 50 25 3.0 2.0 9.69
EXP6320E 50 25 4.5 2.5 16.15
EXP6320G 50 25 3.0 3.0 15.02
EXP6320H 50 25 4.5 3.0 19.38

NOTES: 
•	 Popular sizes are highlighted
•	 sheet size: 2400mm x 1200mm
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REINFORCING MESH

WELDED REINFORCING MESH

Mesh 
Ref

British 
Std Ref

Pitch of Wires (mm) Diameter of Wires (mm)
KG/SQM Form

Longitudinal Cross Longitudinal Cross

888 200 200 12.0 12.0 8.88 Sheets
746 200 200 11.0 11.0 7.46 Sheets
617 A393 200 200 10.0 10.0 6.17 Sheets
517 100 200 8.0 6.3 5.17 Sheets
500 200 200 9.0 9.0 5.00 Sheets
433 100 200 7.1 6.3 4.33 Sheets
395 A252 200 200 8.0 8.0 3.95 Sheets
341 100 200 6.3 5.6 3.41 Sheets
311 200 200 7.1 7.1 3.11 Sheets

A193 200 200 7.0 7.0 3.02 Sheets
290 100 200 5.6 5.6 2.90 Sheets
278 100 300 6.3 4.0 2.78 Sheets
245 200 200 6.3 6.3 2.45 Sheets
226 100 300 5.6 4.0 2.26 Sheets

A142 200 200 6.0 6.0 2.22 Sheets
200 100 100 4.0 4.0 2.0 Sheets & Rolls
193 200 200 5.6 5.6 1.93 Sheets & Rolls
156 100 100 3.55 3.55 1.56 Sheets & Rolls
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REINFORCING MESH

WELDED REINFORCING MESH

Mesh 
Ref

British 
Std Ref

Pitch of Wires (mm) Diameter of Wires (mm)
KG/SQM Form

Longitudinal Cross Longitudinal Cross

A98 200 200 5.0 5.0 1.54 Sheets & Rolls
133 100 300 4.0 4.0 1.33 Sheets & Rolls
100 200 200 4.0 4.0 1.00 Sheets & Rolls

CONFORCE

Mesh 
Ref

British 
Std Ref

Pitch of Wires (mm) Diameter of Wires (mm)
KG/SQM Form

Longitudinal Cross Longitudinal Cross

257 150 150 5.0 5.0 2.09 Sheets & Rolls
86 150 150 3.55 3.55 1.04 Sheets & Rolls
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FENCING STANDARD & DROPPERS

FENCING STANDARD & DROPPERS
PRODUCT CODE  SIZE MASS - EACH

“I” BEAM STANDARDS
1850 mm 5.5 kg
2450 mm 7.35 kg

“Y” STANDARDS

1850 mm 3.70 kg
2450 mm 4.90 kg
3050 mm 7.02 kg
3600 mm 8.28 kg

“K” STANDARDS
1850 mm 3.51 kg
2450 mm 4.65 kg

SECURITY STANDARDS “Y” 
TYPE PLUS 450 mm Overhang

2450 mm 5.3 kg
3050 mm 7.42 kg

DROPPERS

950 mm
1250 mm
1400 mm
1850 mm
2450 mm
3050mm

WE ALSO SUPPLY: 
Diamond Mesh, Hexagonal Mesh (Chicken & Pig Mesh), Made up Fencing Posts, Stay and Gates.
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GENERAL WIRE PRODUCTS
WIRE ROD SIZES & AVAILABLE SPECS

HARD DRAWN WIRE
Size (mm)

6.0mm - 60.0mm

BLACK ANNEALED 
WIRE - 50KG COILS

Diameter (mm)
1.6mm) - 5.0 mm

GALVANISED WIRE IN 
JUMBO COILS

Size (mm)
1.60mm
1.80mm
2.00mm
2.50mm
3.15mm
4.00mm

high strain wire lightly 
galvanised 50kg coils FIELD FENCE: TYPE ‘244’ IOWA BARBED WIRE 

GALVANISED
Diameter (mm) B/Load (kg) Length (m) Imperial Pattern Metric Pattern Mass Size (mm) Length (m) Mass (kg)

2.24 450 1650 1047/12 10-119-30 57 2.50 540 50
2.00 450 2100 1047/6 10-119-15 74 2.50 378 35
Oval 600 1500 1374/12 13-188-30 68.0 2.50 270 25

1374/6 13-188-15 103.0 2.00 800 50
1483/12 14-221-30 83.0 2.00 400 25
1483/6 14-221-15 113.0

WIRE ROD SIZES
& AVAILABLE SPECS
Sizes Product

5.5 - 13.5mm SAE 1010
5.5 - 13.5mm SAE 1008
5.5 - 13.5mm SAE 1012
5.5 - 13.5mm SAE 1018

LIGHT GALVANISED 
WIRE - 50kg coils

Diameter (mm) Length (m)
4.00 500
3.15 810
2.50 1300
2.00 2015
1.60 3175
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GENERAL WIRE PRODUCTS

KAROO I BARBED GALVANISED
Size (m) Mass (kg)

2.80x1.90 845 35
3.15x2.50 515 35

KAROO II BARBED WIRE FULLY GALVANISED
Size (m) Mass (kg)
1.6 845 35

RAZOR WIRE
Product Description Weight (kg)

500mm Flat Razor Wire (15m) 5
700mm Flat Wrap Razor Wire (15m) 7.5
900mm Flat Wrap Razor (15m) 9.0
450mm Diamond Concertina Razor Wire (10m) 5.0
720mm Diamond Concertina Razor Wire (10m) 7.5
900mm Diamond Concertina Razor Wire (10m) 9.0
980mm Diamond Concertina Razor Wire (10m) 9.5
200m Single Strand Razor Wire 0.055
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FLOOR GRATING - STOCK SIZE PANELS

Floor Grating 40/40 APERTURE
Mentis

Type/Pitch
Bearer 

Bar
Panel
Size Finish Mass each

per sheet
RS40 (40x40) 25 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 79,24
RS40 (40x40) 25 x 4,5 2400 x 1200 Galvanised 84,00
RS40 (40x40) 30 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 89,62
RS40 (40x40) 30 x 4,5 2400 x 1200 Galvanised 95,00
RS40 (40x40) 40 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 119,68
RS40 (40x40) 40 x 4,5 2400 x 1200 Galvanised 126,86
RS40 (40x40) 50 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 144,03
RS40 (40x40) 50 x 4,5 2400 x 1200 Galvanised 152,67
RS40 (40x40) 60 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 168,38
RS40 (40x40) 60 x 4,5 2400 x 1200 Galvanised 178,50

FLOOR GRATING 45/50 APERTURE
Mentis

Type/Pitch
Bearer 

Bar
Panel
Size Finish Mass each

per sheet
RS40 (45x50) 25 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 73,80
RS40 (45x50) 25 x 4,5 2400 x 1200 Galvanised 78,29
RS40 (45x50) 30 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 84,90
RS40 (45x50) 30 x 4,5 2400 x 1200 Galvanised 90,00
RS40 (45x50) 40 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 105,66
RS40 (45x50) 40 x 4,5 2400 x 1200 Galvanised 112,00

FLOOR GRATING 45/40 APERTURE
Mentis

Type/Pitch
Bearer 

Bar
Panel
Size Finish Mass each

per sheet
RS40 (45x40) 25 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 73,27
RS40 (45x40) 25 x 4,5 2400 x 1200 Galvanised 77,67
RS40 (45x40) 30 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 92,11
RS40 (45x40) 30 x 4,5 2400 x 1200 Galvanised 97,64
RS40 (45x40) 40 x 4,5 2400 x 1200 Unpainted & Bitumen Coated 109,25
RS40 (45x40) 40 x 4,5 2400 x 1200 Galvanised 115,75
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LIPPED CHANNEL & ANGLE

COLD FORMED SECTION - LIPPED CHANNEL

Size (mm)
KG’S/Metre

2.0 2.5 3.0

75x50x20 3.12 3.83 4.5
100x50x20 3.52 4.32 5.09
100x75x20 4.31 5.31 6.27
125x50x20 3.91 4.81 5.68
125x65x20 4.39 5.4 6.39
125x75x20 4.7 5.8 6.86
150x50x20 4.31 5.31 6.27
150x65x20 4.78 5.9 6.98
150x75x20 5.09 6.29 7.45
175x50x20 4.7 5.8 6.86
175x65x20 5.17 6.39 7.57
175x75x20 5.49 6.78 8.04
200x50x20 5.09 6.29 7.45
200x65x20 5.53 6.88 8.16
200x75x20 5.88 7.27 8.63
225x50x20 5.49 6.78 8.04

COLD FORMED SECTION - LIPPED CHANNEL

Size (mm)
KG’S/Metre

2.0 2.5 3.0

225x65x20 5.96 7.37 8.75
225x75x20 6.27 7.76 9.22
250x50x20 5.88 7.27 8.63
250x65x20 6.35 7.86 9.34
250x75x20 6.67 8.25 9.81
300x50x20 6.67 8.25 9.81
300x65x20 7.14 8.84 10.52
300x75x20 7.45 9.24 10.99

COLD FORMED SECTION - LIPPED ANGLE

Size (mm)
KG’S/Metre

2.0 2.5 3.0

75x50x20 2.41 2.95 3.47
100x75x20 3.19 3.93 4.65
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GALVANISED ROOFING SHEETS & COLOUR
COATED ROOFING SHEETS & NOTES

SANDSTONE BEIGE
No. N15365

GEMSBOK SAND
No. N15366

Charcoal Grey
No: N13012

UMHLANGA WAVE
No. N02103

KINGFISHER BLUE
No. N01029

AZURE BLUE
No. N01109

BUFFALO BROWN
No. N09412

ALOE GREEN
No. N03286

TRAFFIC GREEN
No. N03002

DOVE GREY
No. N13639

FISH EAGLE WHITE
No. N14128

DARK DOLPHIN
No. N13030

KALAHARI RED
No. N06551

WHITE LION
No. N15010

NOTE: 
The colours may not display 
correctly due to individual computer 
screen settings. Different print 
technology can also result in colour 
deviation when printing this data 
sheet.
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GALVANISED ROOFING SHEETS & COLOUR
COATED ROOFING SHEETS & NOTES

GALVANIZED ROOFING SHEETS

Input 
coil 

width
Zn  G/SQM 

Total 
coated 

thickness
Steel 
grade

KG’s PER METRE

8.5 CORRUGATED 10.5 
CORRUGATED WIDESPAN IBR

610mm coverage 762mm 
coverage

762mm 
coverage

686mm 
coverage

762/925  Z100 0,25  ISQ550 FH 1,531 1,859 1,859
762/925  Z100 0,27  ISQ550 FH 1,654 2,008 2,008

925  Z100 0,30  ISQ550 FH 1,838 2,231 2,231
925 Z100/Z150 0,40  ISQ550 FH 2,974 2,974
925 Z150 0,47  ISQ550 FH 3,495 3,495 3,495
925 Z150, Z200 & Z275 0,50  ISQ550 FH 3,718 3,718 3,718
925 Z275 0,58  ISQ550 FH 4,313 4,313 4,313
925 Z275 0,80  ISQ550 FH 5,949 5,949 5,949

COLOUR-COATED ROOFING SHEETS

Input 
coil 

width
Zn  G/SQM 

Total 
coated 

thickness
Steel 
grade COATING

KG’s PER METRE
10.5 

CORRUGATED WIDESPAN IBR

762mm 
coverage

762mm 
coverage

686mm 
coverage

925  Z200 0,40  ISQ550 FH Chromadek/Colorplus 2,97 2,97 2,97
925  Z200 0,47  ISQ550 FH Chromadek/Colorplus 3,49 3,49 3,49
925  Z200 0,50  ISQ550 FH Chromadek/Colorplus 3,72 3,72 3,72
925  Z200 0,58  ISQ550 FH Chromadek/Colorplus 4,31 4,31 4,31
925  Z200 0,80  ISQ550 FH Chromadek/Colorplus 5,949 5,949 5,949

NOTES:

1.	 Roofing sheets can be rolled to any length from 1 to 13 
metres

2.	 We also provide BULL-NOSED sheets & other roofing 
accessories such as flashing, translucent sheeting etc.

Ask your BSi representative for more information.
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SHEARCUT COIL PROCESSING

SERVICES
SHEARCUT COIL PROCESSING, SHEARCUT, 
PLATE PROCESSING, TECHNICAL SUPPORT

BSi Steel has a modern and well equipped processing facility at it’s Kliprivier site. 
Some of the services that we cater for are: 

•	 Sheet cut to length

•	 Inline multiblanking

•	 Plate levelling and cut to length

•	 Precision Slitting

•	 Decoil and Recoil

We are continually expanding on this range and will always be happy to facilitate 
your processing requirements should they fall outside of our own capabilities. 
Please contact your nearest sales office should you require more detailed 
information.
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SHEARCUT

Shearcut is a specialist processing division within the BSi group, geared to handling steel processing for BSi and several other clients. All our operations are committed to providing 
our clients with a hassle free, no nonsense package, we are proud of our hard-earned reputation for service excellence. Shearcut has invested in first class equipment capable of 
delivering repeatable close tolerances. 

REDBUD CUT-TO-LENGTH LINE
Our American built Red Bud Industry Cut to Length line is a light to medium gauge 
continuous shear that offers precision levelling and shearing of mild steel coil products. 
The line is fitted with an integrated CNC slitter head that allows for multi-slitting and multi-
blanking in a single operation. The automated setups provide a high level of dimensional 
accuracy and repeatability.
•	 0.5 – 2.5mm coil
•	 1650mm max coil width
•	 In-line slitting to produce high-volume blanks with an operating thickness range from 

0.5mm to 2.5mm and a minimum blank width of 80mm

SCHNUTZ CUT-TO-LENGTH LINE
The Plate Cut to Length line offers de-coiling and plate cutting with exceptional flatness 
control. Fitted with a state-of-the-art precision Schnutz leveller from Germany, the Plate 
CTL will offer plate levelling with exceptional flatness tolerances. The leveller features dual 
interchangeable leveller roller cassettes for precision levelling options from 0.5mm to 
6mm.
•	 1.0 – 6.0mm coil
•	 2000mm max coil width	

SLITTING LINES (X2)
Our slitting operations offers light to medium gauge coil slitting within the strip thickness 
range of 0.5 mm to 6.0 mm. Our slitting lines make use of imported shimless tooling with 
automatic software setups to guarantee precision slit width tolerances. We offer a range of 
packing options to suit customer requirements. 

Specifications	
•	 0.5 – 6.0mm coil	
•	 1550 - 1600mm max coil width
•	 Excellent packing set up

LIPPED CHANNEL LINES (X2)
Lipped channel Line enables roll forming and lengths according to exact specifications. 
We process a wide range of fast-moving standard sizes in both Hot-rolled and Galvanised. 
Accuracy is guaranteed on the end products. Our lipped channel line can cut a variety of 
lengths with minimal tolerance.

Specifications
•	 1.6 – 3.5mm input coil
•	 75x50 to 300x75 sections
•	 In line punching
•	 Cut to max length 15000mm
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BSi Steel offers the added service of plate processing, using 
oxy-fuel, high definition plasma and laser cutting to size, 
drilling, forming and machining reducing the costs of multi 
handling, by multiple suppliers. The supply of plate in ‘pre-
processed’ form offers a number of important advantages to 
end users

These include:-
*	 Reduction of lead times in production process.
*	 Better utilisation of labour and factory space
*	 Reduction of costly inventory
*	 Streamlining of material handling
*	 Planning and management time reduction
*	 Reduction of “shrinkage” and theft of stocks

All grades of steel are offered, this service focuses in the 
specialist area of wear resistant and high strength steels. 
Our extensive expertise and unparalleled level of technical 
expertise in this field gives us a definite advantage. We 
can offer advice on application, material selection, quality, 
reliability and pricing.

BSi Steel carries extensive stock of plates in high strength 
Structural and Wear resistant grades. We also offer processing 
of BSi CRC Chromium Carbide overlay plate for specific wear 
applications.

Pre-processing of these materials often requires specialised 
techniques to avoid potential quality problems during 
fabrication and operation. BSi specialises in these products to 
eliminate such potential problems.

No engineering standards exist for wear resistant steels. 
Manufacturing Mills have assigned trade names to their own 
products and a variety of steel qualities exist. BSi Steel have 
grouped these products, based on their mechanical properties 
and fabrication practices, using Brinell Hardness numbers as 
a guide. Specifying a Mill trade name, or generic name may 
unduly limit one’s options. Lower quality steel or unduly high 
prices may result from such choices.

BSi Steel has ensured that only the most reliable and highest 
quality steel products are included in their stocks and offered 
under the BSi Steel name.

Wear Resistant Grades

Wear Plate 200 (Bennox) BSi 250 – High carbon un-heat-treated 
steel for agriculture and moderate wear resistance.

BSi 400 – Quenched and Tempered low alloy steel, good wear-
resistance; may only be used in some structural applications

BSi 450 – Low alloy Quenched and Tempered Steel, excellent 
wear resistance

BSi 500 – Highest Hardness wrought steel, for practical usage. 
Low Alloy Quenched and Tempered

BSi T700 – Structural Grade Quenched and Tempered. (Low 
Alloy steel, used in Extreme high impact areas)

BSi CRC 600 – High wear resistant Chromium Carbide Overlaid 
Plate.

BSi 350-700 MC – Highly formidable, high Strength structural 
steel for motor and other industries.

STRUCTURAL AND OTHER GRADES
*	 EN 10025 S355JR (Other structural grades  available on 
	 request)
*	 High Strength Structural Grades (Q&T)
*	 Commercial Quality
*	 Pressure Vessel Grades ASTM516, EN10028
*	 Ship Plate Lloyds, ABS
*	 Other Qualities available on request
*	 Automotive Grades (355MC, 700MC and others on 

request)
*	 Stainless steel

PLATE PROCESSING
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PLATE PROCESSING CONTINUE

BSi Steel have the technical knowledge to assist you with the 
pre-processing of steel plate and sheet for the convenience 
of fabricators and end users. We ensure only, state-of–the-art 
equipment, qualified technical personnel and high quality 
products  are offered  under the BSi brand. Comprehensive 
stocks of Mild and Structural steels are available. Pressure 
Vessel, Wear Resistant and High Strength steel are also 
stocked. The processing of these materials, often requires 
specialised treatment during profiling, machining and 
fabrication.    

Oxy-Fuel Profile Cutting
The multi-head, CNC controlled flame cutting machines, 
using Oxygen-fuel gas as a cutting medium. Oxy-fuel profile 
cutting is ideally suited for processing thicker plate and are 
restricted to carbon steels. 

Thickness range- 5mm to 300mm.
Plate Size- 13000mm X 3000mm.
Cutting Tolerance- +2mm -2mm.

High Definition Plasma 
High definition, CNC controlled Plasma, cuts using plasma 
arc technology, which results in less heat affected area and 
closer tolerances.  The higher concentration of heat, in the 
cutting zone, reduces the amount of post-cutting machining 
and processing required.  

Plasma arc is suitable for profile cutting carbon steels, 
stainless steels, aluminium and chromium carbide overlaid 
plate.
Thickness range- 2mm to 45mm.
Plate Size- 13000mm X 3000mm.
Cutting Tolerances- +1mm -1mm. 

Laser 
Laser profiling employs high concentration light beams 
as a heat source and allows cutting of materials to a great 
degree of accuracy and with very little disturbance of the 
surrounding area. The resultant cut requires little or no post 
cutting machining or cleaning. CNC control allows for very 
tight tolerances. All grades of steel and many other metals 
may be processed with laser.
Thickness range- 0,5mm – 20mm.
Plate Size- 4000mm X 2500mm
Cutting Tolerances -+.1mm  - 0.1mm.

Drilling
A drilling and countersinking service is offered for customers 
requiring a completed, product.  This service is particularly 
attractive for customers requiring high hardness, wear 
resistant products, in the form of liner plates.
Thickness range – 0.5mm to 150mm.
Tolerance - +0.1 -0.1mm
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PLATE PROCESSING CONTINUE

Guillotining

Guillotines are employed for straight line cutting of sheets 
and plates. 

Thickness Range- 1mm to 12mm.

Sheet Size- 3000mm X 3000mm.

Cutting Tolerance- +1mm -1mm.

Bending

A bending service, which compliments profile cutting in 
many instances, is available with or without CNC control. 
This service is attractive to customers seeking a more 
complete pre- processed product. Our process technicians 
are able to offer a high degree of quality and accuracy.

Thickness Range – 0.5mm to 150mm (Depending on 
material specification) 

Width – 6000mm.

Rolling

Modern rolling equipment is available for pre-processing 
of plate. CNC controls ensure a high degree of accuracy 
and quality. Pressure vessel and high strength steels.

Plate width – 3000mm
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TECHNICAL SUPPORT

TECHNICAL SUPPORT

BSi Steel, offers technical back-up services to their valued customers. We offer specialized 
expertise that can assist our clients with;

•	 Interpretation of technical specifications. 

•	 Alternatives or equivalents to foreign specifications. 

•	 Substitution of materials where economically and safely feasible.

•	 Advice on more efficient material utilisation.

•	 Cost reductions through technical, logistical and other cost reduction solutions

While BSi Steel has full confidence in the technical competence of their employees. It 
is emphasised that the final decision and material selection and use, remains with the 
customer.
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ABBREVIATIONS

ABBREVIATIONS ENGLISH
HR Hot Rolled

CR Cold Rolled or Cold Reduced 

P&O Picked & Oiled

TS Tensile Strength

YS Yield Strength

EI Elongation

DIA Diameter

ID Inside Diameter

OD Outside Diameter

ABBREVIATIONS ENGLISH
TCT Total Coated Thickness

G/SQM Grams per Square Metre

Zn Zinc

AR As Rolled

N Normalised

JR Impact Tested at Room Temp

J2 Impact Tested at -20  C

CQ Commercial Quality

TECHNICAL DATA
ABBREVIATIONS, GAUGE TABLE, 

SPECIFICATIONS FOR PLATE,
 WEAR RESISTANT & HIGH STRENGTH, 

COMPARISON CHART, CONTACT DETAILS
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GAUGE TABLE

Gauge No. SWG Inches SWG mm
0 0.324 8.230
1 0.300 7.620
2 0.276 7.010
3 0.252 6.401
4 0.232 5.893
5 0.212 5.385
6 0.192 4.877
7 0.176 4.470
8 0.160 4.064
9 0.144 6.358

10 0.128 3.251
11 0.116 2.946
12 0.104 2.642
13 0.92 2.337
14 0.80 2.032
15 0.72 1.829
16 0.64 1.626

Gauge No. SWG Inches SWG mm
17 0.056 1.422
18 0.048 1.219
19 0.040 1.016
20 0.036 0.914
21 0.032 0.813
22 0.028 0.711
23 0.024 0.610
24 0.022 0.559
25 0.020 0.508
26 0.018 0.457
27 0.0164 0.4166
28 0.0148 0.3759
29 0.0136 0.3454
30 0.124 0.3150
31 0.0116 0.2946
32 0.0108 0.2743
33 0.0100 0.254

Gauge No. SWG Inches SWG mm
34 0.0092 0.2369
35 0.0084 0.2134
36 0.0076 0.1930
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SPECIFICATIONS - PLATE

QUALITY CHEMICAL COMPOSITION% (LADLE ANAYSIS)
Tensile 

Strength 
(MIN) (Mpa)

Yield Strength (MIN)  (Mpa)  
Thickness t (mm)

Elongation 
%(MIN) IN 

GUAGE LENGTH

CHARPY V 
NOTCH

C              
Max Mn       Max P

Max
S

Max
Si

Max
CE

Max AI N
Max

Cr
Max

Cu
Max

Ni
Max Nb t < 16 16 < t < 

40
40 < t < 

63
63 < t < 

100 80mm 5,65 TEMP 
C

AVE 
(J)

Mild Steel Commercial 
Quality 0,25 1,60 0,04 0,035 0,50 NOT SPECIFIED

EN10025-2 S275JR+
AR (GR 43 A) 0,22 1,50 0,035 0,035 0,012 0,55 410-560- 275 265 255 245 15 19 20 27

EN10025-2 S275J0+
AR (GR 43 B) 0,18 1,50 0,030 0,030 0,012 0,55 410-560- 275 265 255 245 15 19 0 27

EN10025-2 S355JR+
AR (GR 50 B/350WA) 0,24 1,60 0,035 0,035 0,55 0,012 0,55 490-630 355 345 335 325 14 18 20 27

EN10025-2 S355JO+
AR (GR 50 C/350WC) 0,22 1,60 0,030 0,030 0,55 0,012 0,55 490-630 355 345 335 325 14 18 0 27

WEARPLATE 200
(Bennox)

0,40 - 
0,55 0,70 - 1,00 0,050 0,050 0,15 - 

0,35 Sold to Chemical Analysis Only

Lloyds Grade A 0,21 % not < 2.5 
times %C 0,035 0,035 0,50 400 - 520 235 235 22

Pressure Vessel
BN10028-2  P265GH 0,18 1,05 0,020 0,008 0,30 0,04 410 - 530 265 265 > 22 20 > 40

Pressure Vessel
BN10028-2  P355GH 0,20 1,50 0,020 0,005 0,30 0,04 510 - 650 355 355 > 20 20 > 40

Pressure Vessel   
BS1501/151/430 0,25 0,60 - 1,40 0,030 0,03 0,00 - 

0,35 0,45 0,012 0,25 0,30 0,30 430 - 550 250 240 230 220 < 
80mm 23

FOR THE MECHANICAL AND CHEMICAL SPECIFICATIONS FOR LONG  PRODUCTS  PLEASE REFER TO DATA SHEETS ON 
https://www.arcelormittalsa.com/Products/Longsteelproducts/Structuralsections.aspx



47

Forging Partnerships 

WEAR RESISTANT & HIGH STRENGTH STEELS

WEAR RESISTANT & HIGH STRENGTH STEELS
Typical 

Hardness
Typical Tensile 

Strength
Typical Yield 

Strength
Typical Impact 

Strength
Max Operating 

Temp
Typical

Elongation
Thickness

Range Comments
BHN HRC MPa MPa J (�C) % mm

Wear Plate 200 
Bennox BSi 250 220 20 600 450 - - - 3-50 Low grade liner material. High Carbon. 

Welding & Fabrication not recommended. 

BSi 400 410 42 1400 1050 35 @ 0�C 300 14 4-100 Good wear and impact resistance.  May be 
used in some wear / structural applications

BSi 450 460 44 1500 1150 35 @ 0�C 300 14 4-100 Improved wear resistance. Intermediate  
between 400 & 500 BHN steels.

BSi 500 510 52 1700 1350 35 @ 0�C 300 14 4-80 Excellent wear resistance. High resistance to 
impact.

BSi T700 270 25 840 760 80 @ -50�C 500 24 6-150
High strength structural steel not used for 
wear resistance unless under severe impact 
conditions.

BSi CrC600 600 59 - - - 700+ - 10-25
Plate overlaid with high Chromium Carbide 
material. Useful in fabrications and at elevated 
temperatures. Good sliding wear resistance. 

BSi 700MC 270 22 850 760 80 @ -50�C 500 14 2-12 Highly formable, high strength structural steel 
for motor and other industry.

Mild Steel 130 - 400 250 - - 23 2-100 For comparison purposes only.
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COMPARISON CHART

HARDNESS VS TENSILE STRENGTH

Steel Tensile 
Strength

Brinell*
No

Vickers 
DPN

OR VPN
Rockwell

'C' - 150kg

3198 945 1250 71
2904 856 1050 69
2641 781 975 67
2394 712 910 65
2209 653 790 62
2039 601 715 59
1884 555 633 56
1730 514 572 52
1622 477 523 49
1514 444 479 47
1421 415 441 44
1313 388 409 41
1236 363 382 39
1158 341 358 36
1097 321 332 33
1019 302 310 31
973 285 290 29

HARDNESS VS TENSILE STRENGTH

Steel Tensile 
Strength

Brinell*
No

Vickers 
DPN

OR VPN
Rockwell

'C' - 150kg

911 269 274 26
865 255 260 24
819 241 246 22
772 229 234 20
741 217 222 18
695 207 212 16
664 197 202 13
633 187 192 10
602 179 184 8
587 170 175 6
556 156 161 1
510 143 148 -
463 131 136 -
432 121 126 -
386 112 117 -
355 103 109 -
324 95 110 -
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CONTACT DETAILS

Website: www.bsisteel.com 
Email: info@bsisteel.com

Forging Partnerships 

HEAD OFFICE
Erf 24, Farm Waterval, M61

Kliprivier, 1871, Gauteng, South Africa
GPS: S26°26.074’, E028°05.029’

P.O. Box 124396
Alrode, Gauteng 

1451, South Africa
Tel: +27 (0) 11 861 7600

SA OPERATIONS
Erf 24, Farm Waterval, M61

Kliprivier, 1871, Gauteng, South Africa
GPS: S26°26.074’, E028°05.029’

P.O. Box 124396
Alrode, Gauteng 

1451, South Africa
Tel: +27 (0) 11 861 7600

Email: Info.BSiSteel@bsisteel.com

CAPE TOWN
Unit 7A Brackenrite Business Park, Kruis Street. 

Brackenfell, Capetown, 7560, South Africa
Tel: +27 (0) 21 879 4640

E-mail: sabrina.lee@bsisteel.com  

EXPORTS 
Erf 24, Farm Waterval, M61

Kliprivier, 1871, Gauteng, South Africa
GPS: S26°26.074’, E028°05.029’
PO Box 124396, Alrode, Gauteng, 

1451, South Africa.
Tel: +27 (0) 11 861 7688

Email: Enquiries.Exports@bsisteel.com

AFRICAN BRANCHES
Zambia – Lusaka

Plot 5113/5114, Cnr. Lumumba Rd & Bombo Road
Light Industrial Area, Lusaka 10101

GPS: S15°24’23’, E28°16’8’
Tel: +260 211 223 625

Mobile: +260 96 142 0176
Email: saleslusaka@bsisteel.com

Zambia – Kitwe
Plot 1304, Chibuluma Road, Kitwe, Zambia

GPS: S12°48.135’, E28°12.48’
Tel: +260 212 210 670/ 845

Email: saleskitwe@bsisteel.com

Franchises
Democratic Republic of Congo

Prosteel Lubumbashi
11 Avenue Shangungu

Q. Industrial, C/Kampemba
Lubumbashi, Haut-Katanga
Tel: +243 (0) 821 920 000

+243 (0) 846 992 822
M. +243 (0) 848 440 218

Email: prosteellub@prosteel.cd

Prosteel Kolwezi
2191 Avenue Nord Katanga
Quartier Biashara, C/Dilala

Kolwezi, Lualaba
Tel. + 243 (0) 82 299 9000

E-mail: prosteelklz@prosteel.cd

Zimbabwe - Harare
37 Coventry Rd, 

Workington, Harare, Zimbabwe
GPS: E031°1.100’, S17°50.822’

Tel: +263 8677 000 444

Zimbabwe – Bulawayo
4 Burton Rd (Cnr. Plumtree Rd),
Belmont, Bulawayo, Zimbabwe
GPS: E28°34.000’, S20°10.893’

Tel: +263 8677 000 377
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